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1. Description of the device 
 

 

 
 

2.  launching devices

 

 

 

 

 

 
1 - Charging connector 2 

- Signaling LED 

3 - The SIM 3 - 

Microphone 

 

• Into the slot (1) Insert the SIM card with disabled PIN code (PIN shutdown 

procedure, refer to your phone), LED display (2) flashes several times and turns 

off when the interception is ready for use. 

• Fully charge the device. Eavesdropping is charged with a SIM card attached 

power accessories. 

 Now, just call the number inserted in the interception and after a few seconds you 

will hear in your mobile phone near interception. 

 

3.  Activate / deactivate callback 
 

• Callback activate by sending an SMS with the 1111 Calls to deactivate sending 

SMS 0000th 

 

4.  Setting the detection sensitivity of voice 

 

• Sound detection sensitivity set by SMS commands. The shape of SMS is following 

ID #. The number indicates the sensitivity of the activation. The sensitivity can be 

selected on a scale from 30 to 100, where 30 is the lowest and 100 the highest 

sensitivity. 

 
 Example of SMS 

ommand: 83 # 
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5. Parameters 
 

Parameter Description 

Range 

unrestricted 

Number of microphones 

1 

Max. distance from the microphone 

10 meters or more 

Non-stop operation when connected to an el. networks 

year 

Weight 

60g 

Dimensions 

48 x 31 x 17mm 

Stand by in stand-by 

16 - 20 days 

Duration of automatic activation mode 

2 - 4 days 

Durability during continuous interception 

8 - 12 hours 

Support for operators 

all 

Voice Activation 

yes 

Vibration sensor activation 

no 

Telephone Number Filter 

no 

Consumption in stand-by 

3-4mA 

Consumption when detecting noise 

20-30mA 

Talk time consumption 

100-150mA 
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6. FAQ 
 

• If the battery is completely discharged, it begins to charge up to 3 min after the 

using the supplied USB cable and adapter device connected to the network 

• For optimal formatting batteries have a new device to charge for 8 hours, and then 

leave it to fully discharge. These cycles are repeated 3 times. Then just leave the 

appliance to charge the charger for 3 hours 

• Keep in mind that the strength of the mobile signal in the place of installation greatly 

affects the quality of eavesdropping 

• If you are unable to reach the device, remove and re-install the SIM card or device 

recharge 

In the event that does not call back (after its activation according to the 

instructions), remove and re-install the SIM card 
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